
SAFETY GRIPS

Support the hose with more stability in its connections.

Makes strong connections so that forced turns are not made wich 

would weaken the hose.

If the hose does fall out from the safety grip it is attached so that it 

doesn't hit the worker or anyone else and cause personal injuries.
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New unique and improved design model. Safer and stronger.

Inner steel wire covered with Kevlar and Polyester.

Loop design. The more you pull, the more strength you do.

Soft touch on hands, no wires.

211042010

211062010

211086010

211030010

211030011

211030015

Safety mesh SS Ø7-14 mm

Safety mesh SS Ø13-21 mm

Safety mesh SS Ø17-31 mm

Safety mesh SS Ø20-36 mm

Safety mesh SS Ø27-52 mm

Safety mesh SS Ø45-70 mm

Code Description

  7 - 14 mm

13 - 21 mm

17 - 31 mm

20 - 36 mm

27 - 52 mm

45 - 70 mm

For diameters

SAFETY ROPE

211030014 Safety rope 4 mm

Code Description

1.120 Kg

Burst load

New unique and improved design model. Safer and stronger.

Loop design. The more you pull, the more you.

SAFETY CABLE

211030012 Safety whip check 600 mm

Code Description

1.800 Kg

Burst load

211030013 Safety cable inox

Code Description

G 1/2" - G 1 1/4"

For hoses

1.800 Kg

Burst load

SAFETY WHIP CHECK

SAFETY HOSE GRIP

G 1/2" - G 1 1/4"

For hoses

G 1/2" - G 1 1/4"

For hoses

211030016 Safety rope 6 mm 2.600 KgG 1/2" - G 1 1/4"

Safe and strong.

Loop design. The more you pull, the more you.

ULTRA HIGH PRESSURE HOSES

■ Interior: POM o PA 11/12

■ Reinforcement: High resistance steel layers.

■ Exterior: PA 11/12.

■ Temperature scale: -30° C a +60° C.
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Ø

Inner Outer
Ø Outer
sleeve

Working
pressure

Burst
pressure

Min. Bend
radius

Weight
TYPE

mm mm mm bar bar mm Kg/m

TYPE 2

32 3,0 7,0 9,1 1.100 2.750 60 0,072
42 4,0 8,0 10,0 1.200 3.000 75 0,110
52 5,0 9,4 12,0 1.000 2.500 95 0,125
62 6,3 11,5 13,5 1.100 2.750 110 0,200
82 8,1 13,3 16,1 900 2.250 120 0,250

TYPE 4

34 3,0 8,0 9,8 2.000 5.000 100 0,12
44 4,0 9,9 12,8 2.200 4.500 100 0,14
54 5,0 11,5 15,3 1.800 4.500 130 0,28
64 6,3 12,5 17,0 1.640 4.100 155 0,33
84 8,0 15,1 21,0 1.500 3.800 175 0,44

104 9,7 19,4 26,0 1.400 3.500 190 0,73
134 12,8 22,5 30,0 1.300 3.250 200 0,94
204 19,6 30,0 38,0 1.000 2.500 250 1,39

TYPE 4H

134H 12,8 25,0 30,0 1.400 3.500 110 1,190

TYPE 6

46 4,0 12,0 15,6 2.800 7.000 140 0,29
56 4,8 13,2 18,3 2.800 7.000 200 0,47
86 8,0 16,9 22,0 2.100 5.250 225 0,68

136 12,8 24,5 34,0 1.800 4.500 450 1,36
206 19,6 40,0 40,6 1.400 3.500 350 2,10

TYPE 6H

56H 4,8 13,2 18,6 2.800 7.000 200 0,470
86H 7,8 17,2 22,8 2.500 6.250 200 0,830
136H 12,7 27,0 31,9 2.000 5.000 300 1,850

TYPE 8

58 4,6 15,0 18,8 4.000 8.000 200 0,660

TYPE 8H

88H 7,8 19,6 24,0 3.200 8.000 280 1,100

128 12,7 29,8 34,2 2.500 6.250 350 2,500
88 7,8 19,5 24,0 3.000 7.000 250 1,100

138H 13,0 29,9 34,2 3.000 6.250 350 2,500


